
DEEP CYCLE BATTERY 
Lead-acid Alternative Battery 

Flexible Solutions
Support 4 units in series/parallel

(DB12 series)

IP66 Protection
IP66 waterproof rating

Can be installed outdoors directly

Save Space
Small size/weight

More flexible installation

Long Cycle Life
>1000 cycle life

The life span is 2-3 times that 
of lead-acid batteries

BST Smart Li Complete Certification
CE/UN38.3/ROHs

Comply with international 
safety standards

Built-in Bluetooth 
Intelligent monitoring System

RV Energy Storage Battery

Yacht Battery

Backup Power Supply 



sales@bstbattery.com0755-84260300

BST Power (Shenzhen) Limited

BaotongRoad Baolong Community, Baolong Street, LonggangDistrict, 
Shenzhen,Guangdong, China 

www.bstess.com

Model DB24-100

General

Nominal Voltage

Weight（Approximate）

Charging Voltage

Charge Current
Standard

Maximum

Max. Discharge Current

Peak Discharge Current

Operation

Scalability  (In Series)

Scalability  (In Parallel)

Discharge Cut Off Voltage

Nominal Capacity

Nominal Energy

Dimension(L*W*H)

Electrical

Operating Temperature
Charging Temperature

Discharging Temperature

Certification

Ingress Protection 
Waterproof Grade

Flame Retardant Grade

Monitoring

Cycle Life

Storage Temperature
1 month

6 month

12.8V 25.6V

100Ah 300Ah 100Ah

10.0V 20.0V

100A 150A 100A

UL94-HB

150A（1s） 180A（1s） 150A（1s）

Up to 4

Up to 4

Up to 2

0℃~45℃

-20℃~45℃

-20℃~45℃

0℃~45℃

>1000

Bluetooth

CE,UN38.3,ROHs

IP66

3840Wh 2560Wh1280Wh

260*168*209mm 520*237*221mm

10.5kg 24.5kg 20kg

14.6V 29.2V

20A 20A60A

50A 150A 100A

701,Building A,No.4 Plant Baolong Inteligent Manufacturing Park,No.32

DB12-300DB12-100

DB12-100 DB12-300 DB24-100


