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Model DB24-100

General

Nominal Voltage

Weight�
 �$�S�S�U�R�[�L�P�D�W�H��

Charging Voltage

Charge Current
Standard

�0�D�[�L�P�X�P

�0�D�[�����'�L�V�F�K�D�U�J�H���&�X�U�U�H�Q�W

Peak Discharge Current

Operation

Scalability  (In Series)

Scalability  (In Parallel)

Discharge Cut Off Voltage

Nominal Capacity

Nominal Energy

Dimension(L*W*H)

Electrical

Operating Temperature
Charging Temperature

Discharging Temperature

�&�H�U�W�L�Z�F�D�W�L�R�Q

Ingress Protection 
Waterproof Grade

Flame Retardant Grade

Monitoring

Cycle Life

Storage Temperature
1 month

6 month

12.8V 25.6V

100Ah 300Ah 100Ah

10.0V 20.0V

100A 150A 100A

UL94-HB

150A�
 1s�� 180A�
 1s�� 150A�
 1s��

Up to 4

Up to 4

Up to 2

0 �¥ ~45�¥

-20�¥ ~45�¥

-20�¥ ~45�¥

0 �¥ ~45�¥

>1000

Bluetooth

CE,UN38.3,ROHs

IP66

3840Wh 2560Wh1280Wh

260*168*209mm 520*237*221mm

10.5kg 24.5kg 20kg

14.6V 29.2V

20A 20A60A

50A 150A 100A

701,Building A,No.4 Plant Baolong Inteligent Manufacturing Park,No.32

DB12-300DB12-100

DB12-100 DB12-300 DB24-100


