


Model

General

Electrical

Usable Energy

Weight

Installation

Cell Type

Design Life

Nominal Voltage
Operating Voltage Range

Max.Power

Peak Discharge Power

Scalability

Nominal Energy

Dimension(W*H*D)

Storage Temperature

Relative Humidity

Altitude

Discharge Temperature

Charge Temperature

~110Kg

0 �ó ~45�ó
-10�ó ~45�ó

-20�ó ~45�ó
5%~95%�
 No Condensation��

�S���������P

IP65
RS485�
CAN,WiFi�
 Optional��

UN38.3,UL1973,EN61000-6-1,EN61000-6-3,IEC62619
BST,Victron,Goodwe,Solis,Sofar,Deye,Voltronic

10.24kWh
10.24kWh

5.12kWh
5.12kWh

Max.10 in Parallel(102.4kWh)Max.10 in Parallel(51.2kWh)

480*700*150mm
~58.5Kg

10 Years

LFP

Wall Mounted/Floor Installation Floor Installation

51.2V
43.2V~56.8V

5kW 6kW

6kW for 1 sec 7kW for 1 sec

PB-10.2PB-5.1

Operation

�&�H�U�W�L�Z�F�D�W�L�R�Q
Compatible Inverter

Communication Interface

Ingress Protection

540*950*150mm

sales@bs tbatt ery .com0755-84260300

BST Power (Shenzhen) Limited

Baot ongR oad Baolong C ommunity , Baolong Str eet, L onggangDis trict, 
Shenzhen, Guangdong, China 

701,Building A,No.4 Plant Baolong Inteligent Manufacturing Park,No.32

www.bstess.comSystem Diagram

Meter Grid

Residential Load

BST Cloud

Web

APP

Solar Panel

Hybrid Inverter

PB-5.1/PB-10.2


