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Model PBS-SG-AC15/5

Rated Output Power 5000W
Rated Input/ Output Current 22A
Rated AC Voltage 220/230Vac
Grid Rated Grid Frequency 50/60Hz
Input Voltage Range 170~280Vac
(InpUt & OUtpUt) Conversion Time (bypass and inverter) 10ms
Max Grid Input Current 40A(Bypass+Charging)
Grid Connection Type Single Phase
Coupled Mode AC Coupled
Battery Type LiFePO4
Total Capacity 15.36kWh(3 Modules)
Module Rated Capacity 5.12kWh
Batte ry Rated Voltage 51.2vdc
Voltage Range 43.2~57.6Vvdc
Designed Life 10years
Cycle Life 6000times(80%DoD)
Nominal Output Voltage 230Vac
Nominal Output Frequency 50/60Hz
Backup Max Continuous Output Current 22A
(Output) Rated Output Powgr 5000W
Max Output Protection Current 32A
Peak Power/Duration 10000VA/5s
Overload Protection Yes
Protection Output Short Circuit Protection Yes
AC Reverse Polarity Protection Yes
Appearance (W*H*D) 1604*663*203mm
Inverter Module(W*H*D) 466.5*306*118.5mm
Battery Module(W*H*D) 586.5*386*133.5mm
Weight ~230kg
Charge Temperature Range 0~50
General Discharge Temperature Range -10~50
Parameter Operation Altitude S P
Parallel Number Up to 6
Install Indoor/Outdoor
Module Installation Method Plug and Play
Ingress Protection IP54
Heat Dissipation Fan Cooling
Noise Emissions <60 dB
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